Experimental methodology and procedure for SAPPHIRE: a Semi-automatic APParatus for High-voltage Ice nucleation REsearch by Löwe, Jens-Michael et al.
Atmos. Meas. Tech., 14, 223–238, 2021
https://doi.org/10.5194/amt-14-223-2021
© Author(s) 2021. This work is distributed under
the Creative Commons Attribution 4.0 License.
Experimental methodology and procedure for SAPPHIRE:
a Semi-automatic APParatus for High-voltage Ice
nucleation REsearch
Jens-Michael Löwe1,, Markus Schremb2,, Volker Hinrichsen1, and Cameron Tropea2
1High-Voltage Laboratories, Technical University of Darmstadt, Darmstadt, Germany
2Institute of Fluid Mechanics and Aerodynamics, Technical University of Darmstadt, Darmstadt, Germany
These authors contributed equally to this work.
Correspondence: Jens-Michael Löwe (jens-michael.loewe@tu-darmstadt.de)
Received: 23 June 2020 – Discussion started: 30 July 2020
Revised: 8 November 2020 – Accepted: 23 November 2020 – Published: 12 January 2021
Abstract. Ice nucleation is of great interest for various pro-
cesses such as cloud formation in the scope of atmospheric
physics, and icing of airplanes, ships, or structures. Ice nu-
cleation research aims to improve the knowledge about the
physical mechanisms and to ensure the safety and reliabil-
ity of the respective applications. Several influencing factors
like liquid supercooling or contamination with nucleants, as
well as external disturbances such as an electric field or sur-
face defects, affect ice nucleation. Especially for ice crystal
formation in clouds and icing of high-voltage equipment, an
external electric field may also have a strong impact on ice
nucleation. Although ice nucleation has been widely investi-
gated for numerous conditions, the effect of an electric field
on ice nucleation is not yet completely understood; results
reported in literature are even contradictory on some issues.
In the present study, an advanced experimental approach
for the examination of ice nucleation in water droplets ex-
posed to an electric field is described. It comprises a method
for droplet ensemble preparation and an experimental setup,
which allows observation of the droplet ensemble during its
exposure to well-defined thermal and electric fields, which
are both variable over a wide range. The entire approach aims
at maximizing the accuracy and repeatability of the experi-
ments in order to enable examination of even the most minor
influences on ice nucleation. For that purpose, the boundary
conditions the droplet sample is exposed to during the exper-
iment are examined in particular detail using experimental
and numerical methods. The methodological capabilities and
accuracy have been demonstrated based on several ice nucle-
ation experiments without an electric field, indicating almost
perfect repeatability.
1 Introduction
Ice nucleation is present in many research and application
fields such as atmospheric physics, the icing of aircraft, ships,
or structures, as well as in the food sciences (Cantrell and
Heymsfield, 2005; Kanji et al., 2017; Cebeci and Kafyeke,
2003; Makkonen, 1987; Szilder et al., 2002; You et al., 2020).
Particularly in cold climatic regions, icing due to accreting
snow, ice particles, or water droplets freezing on the sur-
face of aircraft, high-voltage equipment, or bridges can be
a severe problem, causing interruption of operation or safety
risks (Farzaneh, 2000; Baars et al., 2010). Depending on the
research area, several different influencing factors can affect
ice nucleation simultaneously. During ice particle formation
in clouds, multiple influences like supercooling, solid aerosol
particles (e.g., dust particles or volcanic ash), ice supersatu-
ration, and an external electric field are present and might
influence ice nucleation (Vali, 1996; Cantrell and Heyms-
field, 2005; Pruppacher and Klett, 2010; Murray et al., 2012).
Besides the ice particle formation in clouds, the impact of
external electric fields is also important for technical appli-
cations like the icing of high-voltage components of power
transmission and distribution systems (Farzaneh, 2000, 2008;
Laflamme and Périard, 1998). The shape of high-voltage in-
sulators is specially chosen to withstand varying environ-
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mental stresses without functional failure; nevertheless, they
eventually often fail due to icing. An ice layer on an insula-
tor may serve as a conductive layer, eventually bridging the
space between the weather sheds (Farzaneh, 2008). This can
result in creeping currents or even a flash-over in the worst
case. Both homogeneous and heterogeneous ice nucleation
might be influenced by the electric field.
Whether ice particles are formed in clouds or on the sur-
face of an insulator is controlled by ice nucleation in the wa-
ter droplets, which may in turn be affected by the electric
field. Although ice nucleation has been examined for vari-
ous conditions over the last decades (Acharya and Bahadur,
2018; Kanji et al., 2017; Whale et al., 2015; Campbell et al.,
2015; Hoose and Möhler, 2012; Koop, 2004; Vali, 1996), the
effect of an electric field on ice nucleation is still not well un-
derstood. Existing models predict that the electric field can
either stimulate or inhibit ice nucleation, depending on the
electric field strength (Kashchiev, 1972). Results reported in
literature are contradictory in this sense (Doolittle and Vali,
1975; Stan et al., 2011; Pruppacher and Neiburger, 1963;
Acharya and Bahadur, 2018; Ma et al., 2013; Salt, 1961; Wei
et al., 2008; Petersen et al., 2006). Thus, further improve-
ment and/or optimization of technical systems is only pos-
sible with a deeper insight into the physics involved in ice
nucleation under the influence of electric fields.
During the past decades, several approaches have been de-
veloped to rationalize and automate experimental examina-
tion of ice nucleation in order to better control the experi-
mental conditions (Budke and Koop, 2015; Stan et al., 2009;
Barlow and Haymet, 1995); however, none of the developed
approaches allow examination of ice nucleation in an elec-
tric field. The present study introduces such an experimental
approach. The approach comprises a method for droplet sam-
ple preparation and an experimental apparatus for exposing
the droplet ensemble to well-defined and repeatable electri-
cal and thermal conditions. By paying careful attention to
sample preparation and experimentation, the entire method-
ology aims at maximizing repeatability and reliability of the
experimental results. Apart from ice nucleation studies, the
approach also allows examination of any other process re-
lated to freezing of droplets exposed to an electric field. Parts
of the experimental method have been previously presented
(Löwe et al., 2017, 2019); however, in the present work, the
entire approach as well as its capabilities and estimated accu-
racy are more comprehensively demonstrated and discussed.
In addition, the boundary conditions to which the droplets are
exposed during an experiment are carefully examined using
experimental and numerical methods.
2 Experimental methodology
2.1 Sample preparation
Since ice nucleation in sessile water droplets may be affected
by a variety of factors such as the droplet size (Bigg, 1953;
Heverly, 1949), their proximity to other droplets (Storelvmo
and Tan, 2015), and contamination of impurities on the sub-
strate surface (Campbell et al., 2015; Holden et al., 2019) or
in the droplet (Hoose and Möhler, 2012) promoting ice nu-
cleation, special attention is required during sample prepa-
ration in order to control the boundary conditions as ac-
curately and repeatable as possible. Sample preparation in-
volves both a method for generating the individual droplets
and a method for depositing the droplets onto a specimen
holder, with which the entire droplet ensemble may be ex-
posed to constant conditions.
2.1.1 Droplet generation
Droplets of deionized and degassed water (Millipore Milli-
Q type 1, electrical conductivity γel = 5.5× 10−6 Sm−1 at
25 ◦C) are placed on a specimen holder using a piezo-driven,
droplet-on-demand generator, custom built according to Har-
ris et al. (2015). The droplet size may be nominally varied
through variation of the nozzle size and by adjustment of the
piezo-driver. However, for the present study, the droplet di-
ameter has been held constant at d ≈ 0.73mm.
Although the method for droplet generation is highly re-
producible in terms of droplet size, a droplet ensemble may
contain outliers. Such outliers are later removed from the
analysis. The maximum variation of the size of the droplets
(diameter of the capped sphere on the surface) considered
during analysis is typically in the range of ±10 % with re-
spect to the mean value, which is comparable to data re-
ported in literature, e.g., 4 %–10 % of volume by Zhang et al.
(2018), up to 40 % of diameter by Atkinson et al. (2016), ap-
proximately 13 % of diameter by Atkinson et al. (2013), or
3 % of volume by Budke and Koop (2015).
To minimize contamination of the droplets from the
droplet generator, the entire system is purged with the same
water later used for the droplet ensemble, i.e., with deionized
and degassed Millipore water.
2.1.2 Droplet deposition
The water droplets are typically deposited onto a sapphire
glass sheet with a thickness of 0.4mm. Sapphire is a compro-
mise between a substrate being electrically non-conductive
but having a high thermal conductivity (40Wm−1 K−1 at
25 ◦C; 80Wm−1 K−1 at −40 ◦C) to ensure a homoge-
neous temperature distribution throughout the substrate. The
droplets are placed in an equidistant matrix using two linear
stages driven and synchronized with the piezo-driven droplet
generator through a custom built Arduino control program.
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Figure 1. Top view image showing a matrix composed of 40
droplets with a mean size of d = 1.04mm (wetted substrate area).
The contact angle of water droplets on the sapphire sub-
strate, measured with oil as the surrounding fluid, is θ ≈ 78◦.
The droplets (d ≈ 0.73mm) result in a wetted substrate area
of diameter dwet ≈ 1mm. Depending on the droplet size, a
variable number of droplets can be placed on the substrate.
For the current droplet size, typically 40 droplets fit on a
substrate with 8× 15mm2, as shown, for example, in Fig. 1.
Note the significantly different appearance of frozen (homo-
geneously dark) and liquid (bright center with a dark cres-
cent moon) droplets, which is used during analysis of the
videos to automatically detect ice nucleation in the individual
droplets. Prior to droplet deposition, the glass sheet is care-
fully rinsed with isopropanol. In order to minimize the gen-
eration of surface charges, any direct contact of the substrate
with other instruments is avoided. Therefore, after rinsing the
substrate, it is dried using only a bellows.
2.2 Thermal and electrical sample conditioning
The sapphire substrate with the sessile droplets is placed in-
side a ceramic body. Similar to Campbell et al. (2015), the
droplets are covered with silicone oil (ν = 5cSt) to prevent
their evaporation and to avoid mutual influence during the
cool-down phase, e.g., via the Wegener–Bergeron–Findeisen
process (Findeisen et al., 2015; Storelvmo and Tan, 2015).
The ceramic body is the central part of the experimen-
tal setup, which is schematically shown in Fig. 2. The setup
comprises a system for controlling the thermal conditions for
the droplets, a system for providing a well-defined electric
field, and an observation and measurement system.
2.2.1 Temperature control
The ceramic body serving as the specimen holder is made
of Shapal™ Hi-M Soft, which exhibits a high thermal con-
ductivity (92Wm−1 K−1 at 25 ◦C and ≈ 95Wm−1 K−1 at
−25 ◦C) and ensures a precise and fast control of the temper-
ature of the droplets. The same conflicting demands on the
specimen holder arise as for the sample holder, and the Sha-
pal Hi-M Soft material represents the best compromise: it is
electrically non-conductive while being a good heat conduc-
tor. Two Peltier elements stacked below the ceramic block
Figure 2. Schematic of the experimental setup used for the exami-
nation of ice nucleation in a droplet ensemble exposed to an electric
field, further extended and republished with permission of SAE In-
ternational, from Löwe et al. (2019); permission conveyed through
Copyright Clearance Center, Inc.
and driven using a commercially available Peltier controller
(Meerstetter TEC-1090-HV) are used to control the tempera-
ture of the ceramic body, i.e., the temperature of the droplets.
The heat transferred through the Peltier elements is dissi-
pated by a commercially available water-cooled CPU chiller
(Enermax Liqmax 240). The thermoelectric control of the
ceramic temperature using Peltier elements allows a highly
variable dynamic control. Any kind of temporally varying
temperature profile may be applied to the droplet ensemble,
for example, a constant cooling rate, a constant temperature,
or any other transient temperature profile.
Good thermal conductivity among the different parts of the
system (i.e., the ceramic, the Peltier elements, and the CPU
cooler) is ensured through thermally conductive but electri-
cally non-conductive thermal paste, allowing constant cool-
ing rates of up to Ṫ = 5Kmin−1 down to temperatures of
ϑ ≈−40 ◦C without large deviations. Therefore, the entire
temperature range relevant for both heterogeneous and ho-
mogeneous ice nucleation is covered with this setup (Lang-
ham et al., 1958; Franks, 1982). Due to the characteristics of
Peltier elements, the minimum temperature achievable with-
out larger deviations from the prescribed cooling rate de-
creases with decreasing cooling rate.
The control electronics of the cooling system are placed
below the CPU cooler. It is shielded from the electric field
in the ceramic body by a grounded aluminum foil placed be-
tween the ceramic and the Peltier elements.
The experimental setup is enclosed in Styrofoam with
embedded PMMA (polymethylmethacrylate) sheets to mini-
mize heat transfer from the surroundings and to ensure opti-
cal access to the glass sheet. Nevertheless, during experimen-
tation, the entire setup is placed in a climatic chamber con-
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Figure 3. Infrared thermography image of the sapphire substrate
placed inside the ceramic during the cool-down phase at a cooling
rate of Ṫ = 5Kmin−1. The data represent the temperature differ-
ence at each position with respect to the temperature of the sap-
phire substrate in the image center (0,0). Note the homogeneous
temperature distribution in all parts, which are (a) bottom of the ce-
ramic groove (1T ≈−3.8K), (b) sapphire substrate (1T ≈ 0K),
(c) top surface of the ceramic (1T ≈−3.7K), (d) sealing between
the PMMA (polymethylmethacrylate) cover sheet and ceramic body
(1T ≈ 5K), and (e) PMMA cover sheet (1T ≈ 19K).
trolled at 10 ◦C to maintain constant ambient conditions. The
exact cooling procedure is adapted to the experiment to be
performed. For example, for ice nucleation experiments with
a constant cooling rate, the entire system is held at a con-
stant temperature for a minimum of 5 min, which first allows
the setup to thermally equilibrate. After that, the specimen
holder is cooled down with a prescribed cooling rate.
The temperature distribution on the sapphire substrate not
covered with silicone oil, measured with an infrared (IR)
camera (VarioCam hr Head HiRes 640) during the cool-
down phase with a cooling rate of Ṫ = 5Kmin−1, is shown
in Fig. 3. The emission coefficients of the different materi-
als have been obtained from individual calibrations for each
material. The measurement does not serve as a quantitative
reference for the actual temperature measurement. However,
it illustrates well the homogeneous temperature distribution
over the entire sapphire substrate and all other parts of the
substrate, which finally improves the repeatability and reli-
ability of the experimental data. Especially the temperature
distribution on the sapphire is very homogeneous and yields
a vanishing deviation of temperature with respect to the ref-
erence (1T ≈ 0K), at least according to the temperature sen-
sor being used. Furthermore, the temperature of the ceramic
body is about1T ≈−3.8K lower compared to the sapphire.
Only the temperature of the PMMA cover deviates signifi-
cantly (1T ≈ 19K) from the reference.
2.2.2 Electric field generation
The electric field at the droplet position is generated using
two electrodes embedded into the ceramic body parallel to
each other and in alignment with the sapphire substrate sur-
face. This orientation and the resulting tangentially aligned
electric field is chosen to account for the associated macro-
scopic droplet behavior. In terms of droplet deformation and
excitation, a tangentially aligned electric field has a signif-
icantly stronger effect on a sessile droplet compared to an
electric field aligned normal to the surface (Sarang et al.,
2011) and it represents the typical situation on a line insu-
lator. Accordingly, also the effect of the electric field on ice
nucleation is expected to be higher in the case of a tangen-
tially aligned field. To guarantee a well-defined electric po-
tential and a partial discharge free environment in the narrow
gap, the inner surface of the holes containing the brass elec-
trodes is coated with an electrically conductive paint, and the
electrodes are embedded into an electrically conductive ad-
hesive.
The Peltier elements and control electronics below are
shielded from the electric field in the ceramic by a grounded
aluminum foil placed between the ceramic and the Peltier
elements. The grounded foil affects the electric field distri-
bution, which necessitates the electric field generation using
two high-voltage sources of opposite polarities to generate a
uniform field tangentially aligned to the glass sheet surface
(Löwe et al., 2019). A comparison of the numerically ob-
tained field distributions (Comsol Multiphysics®) resulting
from supplying only one or both of the electrodes is shown
for constant boundary conditions in Fig. 4. As shown in the
figure, using only one high-voltage source in combination
with grounding one of the electrodes results in a significantly
distorted and non-uniform electric field. Both the aluminum
foil and the left electrode have the same potential and a com-
parable distance to the right high-voltage electrode. There-
fore, the electric field lines are oriented towards both of the
grounded surfaces, and consequently, the electric field dis-
tribution is neither symmetrically nor tangentially aligned to
the substrate. To generate a well-defined electric field tangen-
tially aligned to the glass substrate, both electrodes are sup-
plied with separate high-voltage sources. As shown in Fig. 4,
the electric field and each of its components are then very
homogeneous and almost constant inside the entire groove in
the ceramic. Note that due to the characteristic timescales for
charge relaxation in water, τe = ε/γel, which is in the range
of microseconds and the electric field τf in the range of tens
of milliseconds, the water droplets on the sapphire substrate
can be assumed to be perfect conductors (Löwe et al., 2020).
Consequently, the surface of the droplets is an equipotential
surface, and the electric field lines are perpendicular to the
droplet surface. Nevertheless, without the droplets, the elec-
tric field is tangentially aligned to the glass substrate; i.e., the
electric field lines are all parallel to the substrate surface.
Atmos. Meas. Tech., 14, 223–238, 2021 https://doi.org/10.5194/amt-14-223-2021
J.-M. Löwe et al.: Experimental methodology and procedure for SAPPHIRE 227
Figure 4. Comparison of the numerical results of the electric field distribution in the x–y plane of the ceramic without droplets (a, b), and the
different components of the electric field strength along the x direction in the center of the ceramic at the sapphire substrate surface (c, d). In
the case of panels (a, c), the electric field is generated using a single voltage signal of Û = 4.0kV in combination with a grounded electrode,
and for panels (b, d) two voltage signals of Û = 2.0kV with opposite polarity are each used to supply one of the electrodes. In both cases, the
applied voltage alternates with a frequency of f = 50Hz. Note that the field distribution is qualitatively the same for other types of electric
fields.
Figure 5. Schematic wiring diagram of the system for the power
supply used to provide an alternating electric field. The voltage di-
viders are used to measure the applied voltage. The dashed rectangle
represents the voltage source and can be replaced according to the
required type of electric field.
Three different types of electric fields can be generated
with the present setup: a constant electric field, an alternat-
ing electric field with a variable frequency between 10 and
500Hz, and transient electric fields, which are generated by
an impulse voltage generator with a fast increase to the max-
imum field strength (over several microseconds) followed by
a slower decrease of the field strength (over a time variable
from micro- to milliseconds).
2.2.3 Constant electric field
To realize a constant electric field, two identical high-
precision, high-voltage power sources (Heinzinger PNChp
30000-2) with a maximum output of 30kV for each source
are used. Both high-voltage sources are operated with op-
posite polarities and are controlled individually. The maxi-
mum applicable electric field strength is limited by the di-
electric strength between the electrodes and the ground alu-
minum foil being prone to surface flash-overs for high volt-
ages. The resulting maximum voltage applicable to each of
the electrodes is U =±8kV, corresponding to an electric
field strength of |E| = 11.61kVcm−1 in the center of the
glass sheet.
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Figure 6. Schematic wiring diagram of the system for power supply
used to generate a transient electric field with high initial peak field
strength and a continuous decay of the field strength.
2.2.4 Alternating electric field
The alternating electric field is generated, similar to the con-
stant electric field, using two signals of opposite polarities
provided by two high-voltage transformers, each supplying
one of the electrodes. However, generation of an alternating
electric field is more complex than the generation of a con-
stant electric field. A schematic wiring diagram of the sys-
tem used for the generation of an alternating electric field is
shown in Fig. 5. For an alternating field, a function genera-
tor (GW Instek SFG-2104) and power amplifier (Thomann
TA2400 MK-X) serve to generate a sinusoidal signal with
a variable frequency, which is used as the input signal for
the high-voltage transformers. To achieve a phase shift of
180◦ between the high-voltage signals, the same input sig-
nal is used for both high-voltage transformers with twisted
phases. The applied voltages are measured individually using
two custom-made voltage dividers and controlled by means
of an in-house LabView.
2.2.5 Transient electric field
The transient voltage is generated using two custom-made
single-stage Marx generators, each supplying one of the elec-
trodes. A schematic of the wiring diagram of the power sup-
ply system is shown in Fig. 6. The characteristics of the
impulse voltage can be varied through the resistors. To en-
sure that both Marx generators generate the same voltage,
they are supplied with an alternating voltage using a single
source. Using two anti-parallel diodes allows charging the
Marx generators to opposite polarities. The generators are
synchronized by triggering their spark gaps simultaneously,
and the applied voltages are approximately adapted to stan-
dard lightning and switching impulse voltages, as commonly
Figure 7. Top-view image sequence of dendritic freezing of a ses-
sile supercooled water droplet with d = 1.02mm (wetted substrate
area), captured using a high-speed video camera. Ice nucleation in-
side the droplet at a temperature of ϑ =−22.65◦C is followed by
dendritic freezing of the supercooled water droplet. Note that al-
though the shown droplet is not exposed to an electric field, the
present experimental setup allows examination of that situation.




Ice nucleation in the droplets is observed from above using
a low-speed video camera (Basler A631fc) and a high mag-
nification lens with coaxial illumination (Navitar 12× zoom
lens). However, optional use of a beam splitter between the
lens and the camera allows simultaneous visualization of the
droplet ensemble via a second camera, e.g., for high-speed
imaging. Optical access to the specimen inside the Styrofoam
housing is provided through several PMMA sheets incorpo-
rated into the housing, which thermally insulate the speci-
men from the camera lens placed above. Gaseous nitrogen
in the volume between the PMMA sheets prevents conden-
sation of water, which would otherwise obscure observation
of the droplet ensemble.
The wide zoom range of the lens, in combination with
the beam splitter, offers large variability of the experimen-
tal setup. For example, not only the entire droplet ensem-
ble but also individual droplets may be observed during their
cool-down phase and exposure to the electric field. Using a
high-speed video camera in addition to the low-speed camera
allows evaluation of the entire history of a freezing droplet,
taking place on significantly varying timescales: cool-down
phase (slow), ice nucleation and supercooled freezing (ex-
tremely fast), and subsequent thawing (slow). An image se-
quence of a freezing droplet with d = 1.02mm (without an
electric field) captured with a high-speed camera is shown,
for example, in Fig. 7.
As shown in Fig. 7, coaxial illumination and the large
magnification allow detailed inspection of the processes tak-
ing place inside the droplet. In the illustrated droplet, ice
nucleation at ϑ =−22.65 ◦C is followed by dendritic freez-
ing of the significantly supercooled droplet. To the authors’
knowledge, this process has never been examined before in
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the presence of an electric field, which is now possible with
the present experimental setup.
2.3.2 Temperature measurement
The actual temperature of the droplets during experimenta-
tion cannot be measured directly due to the fact that any sen-
sor would affect the temperature field around the droplets
or even ice nucleation itself. Therefore, the temperature is
continuously measured inside the ceramic body close to the
bottom of the groove inside the ceramic. An appropriate cal-
ibration of the temperature measurement then allows indi-
rect measurement of the temperature of the droplets during
the experiments with high accuracy. A fiber-optical measure-
ment system (Fiso FOT-L-SD) with a measurement accuracy
of δT =±1K is used for the continuous temperature mea-
surement inside the ceramic block, since it is a non-invasive
measurement method with respect to the electric field.
During calibration, the temperature difference between the
droplet position (i.e., on the sapphire substrate) and the posi-
tion of the temperature measurement during the experiments
(i.e., in the ceramic block) is measured as a function of tem-
perature for different cooling rates. For that, the temperature
inside the ceramic block, ϑh, is controlled and the tempera-
ture on the sapphire substrate, ϑg, is continuously measured
to determine its dependence on the cooling rate and the cur-
rent temperature of the ceramic block. Temperature calibra-
tion is repeated a minimum of three times for each cooling
rate, to increase the statistical significance of the calibration
data. The calibration is performed under the same bound-
ary conditions as later applied for the experiments, to max-
imize the accuracy of the indirect temperature measurement
for the respective experiment. As mentioned before, this may
involve a certain thermal conditioning of the experimental
setup in the climatic chamber prior to the actual experiment.
For example, for experiments with a constant cooling rate,
the experimental setup is kept at a constant temperature for
5 min to ensure thermal equilibrium in the experimental setup
before starting the experiment, and finally, to increase the re-
peatability of the experimental conditions.
Typical calibration data in terms of the temperature at the
sapphire substrate ϑg depending on the temperature of the ce-
ramic ϑg are shown for a cooling rate of 3 and 5Kmin−1 in
Fig. 8a and b, respectively. As a consequence of the thermal
inertia of the system, the temperature difference between the
sapphire substrate and the ceramic increases with decreas-
ing temperature. However, since the temperature difference
is mainly controlled by the thermal properties of the ceramic,
the sapphire substrate, and their thermal connection, the tem-
perature difference increases only slightly with increasing
cooling rate. The dependence of the temperature difference
on the temperature measured in the ceramic, which is shown,
for example, in Fig. 8c and d, is fitted using a polynomial
function, also shown in the figures. Although the tempera-
ture difference significantly fluctuates during a calibration
Figure 8. Example data obtained during temperature calibration.
(a, b) Sapphire substrate temperature ϑg as a function of the ceramic
temperature ϑh for Ṫ = 3Kmin−1 and Ṫ = 5Kmin−1. (c) Differ-
ence between the sapphire substrate temperature ϑg and the ceramic
temperature ϑh depending on the latter for Ṫ = 3Kmin−1 and Ṫ =
5Kmin−1. (e) Test of the temperature calibration Ṫ = 5Kmin−1:
difference between the indirectly measured sapphire substrate tem-
perature and the target temperature ϑtarget prescribed by the Peltier
controller in order to follow the temperature ramp, depending on
the target temperature itself.
run and, moreover, may vary between the different calibra-
tion runs for a constant cooling rate, the trend of the data
is well described using a polynomial function of the sixth
degree. This relation is used as a correction for the temper-
ature measured in the ceramic and to continuously estimate
the temperature of the sapphire substrate. Finally, the tem-
perature at the sapphire surface, indirectly measured through
measuring the temperature of the ceramic, is controlled dur-
ing the experiments.
The resulting accuracy of the indirect temperature mea-
surement and the associated temperature control of the test
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setup are illustrated in Fig. 8e. The difference between the
actual temperature at the sapphire substrate and the target
temperature prescribed by the Peltier controller in order to
follow a certain temperature ramp, 1ϑ , is shown as a func-
tion of the target temperature for Ṫ = 5Kmin−1. Note that
for this case, the temperature at the substrate indirectly mea-
sured through a temperature measurement in the ceramic is
used to control the temperature. As shown in the figure, al-
though the temperature difference obtained during calibra-
tion significantly fluctuates (compare Fig. 8b), its estimation
via a polynomial function results not only in excellent con-
trol of the sapphire substrate temperature but also in an accu-
rate and reliable indirect measurement of the droplet temper-
ature during the experiment. While the maximum deviation
from the desired temperature is approximately 0.46K for a
target temperature down to −34 ◦C, the deviation increases
to approximately 1.94K for a target temperature of −40 ◦C.
The total temperature uncertainty arising from the calibra-
tion and the accuracy of the sensor amounts to ±1.46K for a
target temperature of−34 ◦C. Therefore, the error associated
with the indirect temperature measurement increases signif-
icantly for temperatures approaching −40 ◦C. Thus, with a
very high accuracy of temperature measurements down to ap-
proximately −34 ◦C, the method enables accurate examina-
tion of heterogeneous ice nucleation over a wide temperature
range. In general, heterogeneous ice nucleation is only inves-
tigated down to ϑ ≈−25 ◦C, because all droplets are already
frozen at this temperature for the given boundary conditions
and test fluid array.
Note that the situation during both the calibration test run
and the calibration run itself completely replicates the situa-
tion during the experiments, i.e., that the sapphire substrate
placed in the groove of the ceramic is covered with silicone
oil.
3 Discussion of the boundary conditions
Possible effects of an electric field on ice nucleation range
from nanoscale effects involving the orientation of the dipole
water molecules (Yan et al., 2014) to macroscale phenomena,
such as droplet oscillation in the case of an alternating elec-
tric field (Reguera and Rubí, 2003; Löwe et al., 2020; Schütte
and Hornfeldt, 1990). Since ice nucleation is a physical pro-
cess which is extremely sensitive to a variety of parameters,
the experimental boundary conditions must be precisely con-
trolled in order to distinguish unambiguously the effects on
ice nucleation.
3.1 Oil vs. air as the surrounding fluid
In the scope of icing of high-voltage components, freezing
sessile droplets are surrounded by air. For the present experi-
ments, the droplets are covered with silicone oil to prevent
evaporation of the droplets and to minimize mutual inter-
action between nearby droplets. However, both the macro-
scopic motion of a sessile droplet in an alternating field
and the characteristics of the resulting electric field may be
significantly affected by the fluid surrounding the droplet.
Therefore, potential direct or indirect effects of the oil cov-
erage on ice nucleation through a change of the characteris-
tics of the electric field or the macroscopic behavior of the
droplets need to be considered.
3.1.1 Droplet motion
The motion of a sessile water droplet may be significantly
affected by an electric field. An alternating field results in
droplet oscillation depending on the droplet volume and the
droplet charge, as well as the frequency of the applied electric
field (Löwe and Hinrichsen, 2019; Löwe et al., 2020), and fi-
nally also the properties of the surrounding fluid. Not only
the amplitude and frequency but also the oscillation mode of
a sessile droplet may significantly vary for varying boundary
conditions, e.g., electric field strength, charge, or droplet size
(Löwe et al., 2020). Depending on these parameters, various
oscillation modes ranging from droplet oscillation mainly
parallel to the surface to oscillations perpendicular to the sur-
face or mixed oscillation modes are possible (Löwe et al.,
2020; Schütte and Hornfeldt, 1990). Each of these modes is
associated with a different interaction between the moving
fluid molecules and the substrate where ice nucleation is pre-
dominantly expected.
In contrast to air as the surrounding fluid, droplet mo-
tion in oil is significantly damped due to the higher viscos-
ity of oil (ηoil/ηair ≈ 252). Figure 9 shows the motion of a
droplet surrounded by air and oscillating in the second res-
onance mode (oscillation predominately normal to the sur-
face). The principle direction of the motion is vertical to the
substrate and can be characterized by means of the variation
of the droplet height, while the contact line remains pinned.
An image sequence of droplet oscillation in oil is not shown
in Fig. 9, since its amplitude is significantly smaller than
that of the oscillation in air; thus, it is not easily detected
in the images. Instead, the temporal evolution of the normal-
ized droplet height for oil and air as the surrounding fluid is
shown in Fig. 10 for comparison. A comparison of droplet
motion shows that the principle motion and its frequency are
independent of the surrounding fluid. The normalized height
is defined as z∗ = z(t)/z0, where z(t) is the time-dependent
height of the droplet and z0 is the height of the droplet being
in equilibrium without the electric field. As shown in Fig. 10,
the frequency of droplet motion is almost perfectly the same,
but the amplitude of the oscillation is significantly smaller
in the case of a droplet surrounded by oil (ẑ∗air/ẑ
∗
oil = 5.35).
Droplet motion is drastically damped due to the higher vis-
cosity of the oil compared to air but qualitatively the same.
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Figure 9. An oscillation cycle of an uncharged drop (second resonance mode) with a volume of V = 50µl surrounded by air and exposed to
an electric field with a frequency of f = 17.56Hz at a field strength of Ê = 3.29kVcm−1. Similar to the present experiments, the electric
field is oriented tangentially to the substrate. The oscillation is qualitatively the same as in the case of a droplet surrounded by oil. Only
the amplitude of oscillation is significantly reduced, which is why it is not shown here. Videos of oscillating droplets surrounded by air and
oil can be found as the Supplement of Löwe (2020b, a) and used under https://creativecommons.org/licenses/by/3.0/de/deed.en (last access:
30 December 2020, CC BY 3.0 DE).
Figure 10. Comparison of droplet oscillation for different surround-
ing fluids by means of the temporal variation of the normalized
height of the droplet. The data correspond to the droplet shown in
Fig. 9.
The resonance frequency of a liquid sphere embedded in
another liquid is given by Lamb (1895):




where f is the resonance frequency, n is an integer corre-
sponding to the mode number, which is defined as n−1, and
ρwater and ρsurr are the density of water and the surrounding
liquid, respectively. σ denotes the surface tension between
water and the surrounding fluid, and r is the radius of the
droplet. Note that the resonance frequency of a sessile droplet
resting on a hydrophobic surface is the same as the resonance
frequency of a free droplet (Schütte and Hornfeldt, 1990).
Taking into account the change of the surface tension and
the density accompanying a change of the surrounding fluid













foil = 0.55fair for n= 2,
for which the material properties have been assumed as
ρair = 1.204kgm−3 and ρoil = 920kgm−3 at a tempera-
ture of ϑ = 25 ◦C, and σwater-air = 72.75× 10−3 Nm−1 and
σwater-oil ≈ 35.9× 10−3 Nm−1 (Peters and Arabali, 2013).
Since this relation is only valid for superhydrophobic sur-
faces, its validity is limited for the presently used sapphire
substrate, for which the contact angle has been measured for
both air and oil as the surrounding fluid, θ ≈ 78◦± 7◦. As
seen from Eq. (2) the resonance frequency decreases for all
resonance modes in the case of oil as the surrounding fluid.
Even if this relation is not quantitatively applicable to the
present case, the qualitative effect of oil as the surrounding
fluid on the resonance frequency is presumably the same: the
resonance frequencies are expected to be smaller for the dif-
ferent resonance modes. The oscillation modes themselves
are not affected by the surrounding fluid, as verified by ob-
serving droplet oscillation in oil inside the ceramic for dif-
ferent frequencies. Similar to the droplets surrounded by air,
the oscillation is characterized by a motion parallel or per-
pendicular to the glass substrate or a combined oscillation in
both directions.
Although the different resonance frequencies are shifted
in the case of oil as the surrounding fluid, the actual oscilla-
tion frequency of the droplet only depends on the excitation
frequency of the electric field, as shown in Fig. 10. The sur-
rounding fluid only has an impact on the amplitude of the
oscillation but not on the actual oscillation frequency of the
droplet. Shear in the sessile droplets through a forced oscil-
lation may affect ice nucleation (Reguera and Rubí, 2003;
Borzsák and Cummings, 1997). Therefore, a change of the
surrounding fluid, which is accompanied by a change of the
situation in terms of amplitude, could indirectly affect ice nu-
cleation. However, increasing the electric field strength still
results in an increased amplitude of droplet motion for the
same surrounding fluid and electric field frequency. There-
fore, similar to the droplet motion itself, also potential effects
of droplet motion on ice nucleation are only expected to be
damped, rather than being fundamentally changed.
Finally, experimental results obtained with oil as the sur-
rounding fluid may underestimate the effect of the electric
field via droplet oscillation in comparison to its effect on ses-
sile droplets surrounded by air.
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3.1.2 Electric field distribution
The electric field distribution in a system of substrate, ses-
sile droplets, and surrounding fluid significantly depends on
the electric properties (permittivity and conductivity for al-
ternating fields and constant fields, respectively) of all mate-
rials. In the case of an alternating electric field, the ratio of
the permittivities determines the field distribution. The most
electrically critical region in the system of a sessile water
droplet is at the three-phase contact line of the droplet, be-
cause the electric field is suppressed inside the droplet (due
to its high permittivity of ε ≈ 80 or electrical conductivity)
and is generally enhanced in the media with the lowest per-
mittivity, which is in most applications the surrounding air.
The numerically obtained (Comsol Multiphysics®) field dis-
tribution around two droplets deposited onto a sapphire sub-
strate and surrounded by air (ε = 1) and oil (ε ≈ 2.8), respec-
tively, is shown, for example, in Fig. 11. The field distribution
has been obtained for identical boundary conditions in terms
of electric field generation applied for both droplets. The
droplets are placed between two plate electrodes with a dis-
tance of 2.5 mm. A voltage of Û = 10kV is applied between
the plates, resulting in an electric field with Ê = 4kVcm−1,
which is tangentially aligned to the substrate in the undis-
turbed case, i.e., without a droplet. The entire geometry repli-
cates the real situation during the present experiments. The
droplet geometry is assumed as a rigid hemisphere; drop os-
cillation is not accounted for in the simulations. As shown in
Fig. 11, the resulting field distribution is almost not affected
by the surrounding fluid. However, due to εoil/εair > 1, the
maximum field strength is generally higher in air compared
to that in oil. The small difference in permittivity between
air (ε = 1) and oil (ε ≈ 2.8) is insignificant compared to the
permittivity of water (ε ≈ 80), resulting in highly compara-
ble electric field distributions. In both cases, the electric field
almost completely vanishes inside the droplet and is drasti-
cally enhanced at the contact line. For clarity purposes, the
field strength is limited to |E| = 10kVcm−1 in Fig. 11. In
the case of a perfectly conducting droplet (e.g., for low fre-
quencies of the electric field), the electric field inside the drop
completely vanishes.
As shown in Fig. 11, the most critical points of a sessile
droplet prone to partial discharges are located at the three-
phase contact line. Due to a singularity at the contact line, the
field strength theoretically is infinite. In the case of a droplet
surrounded by oil, the electrical breakdown strength of the
surrounding fluid is higher than for air. As shown in Fig. 11,
the electric field strength inside the droplet is not affected by
the surrounding fluid. Hence, similar to its effects on droplet
motion, the surrounding oil does not alter the fundamental
electrical phenomena but significantly damps the influence
of the electric field on the system.
In conclusion, although the surrounding oil may change
the actual electric field in and around the droplets in com-
parison to droplets surrounded by air, neither dynamic mo-
Figure 11. Comparison of the electric field distribution for a droplet
deposited onto a rigid substrate between two plate electrodes for (a)
air and (b) oil as the surrounding fluid. An alternating voltage of
Û = 10kV (f = 50Hz) is applied between the electrodes, resulting
in Ê = 4kVcm−1.
tion nor the electric field characteristics are principally al-
tered with oil as the surrounding fluid. However, due to the
damped amplitudes of motion, the effect of the electric field
on ice nucleation via droplet oscillation or the electric field
characteristics of the system may be underestimated in the
present experiments compared to its effect on droplets sur-
rounded by air.
3.2 Charges on droplets and the substrate
With regards to electro-freezing, also an electric charge may
have a direct or indirect effect on ice nucleation. Charge
on the droplets or the substrate may originate from droplet
generation and sample preparation. It can result in an inho-
mogeneous surface charge distribution, which, for example,
evokes an altered equilibrium shape of a sessile droplet. In
addition to the static behavior of a droplet, charge may also
affect the dynamic droplet behavior. Besides the droplet vol-
ume and the electric field strength, excitation of sessile water
droplets through an alternating electric field is significantly
affected by the net charge on the droplet (Löwe et al., 2020).
A highly charged droplet can change its oscillation frequency
depending on the electric field strength, and therefore fluid
motion inside the droplet, which can affect ice nucleation, is
changed.
Charge is the only boundary condition which is not ac-
tively controlled during the experiments, thus possibly affect-
ing ice nucleation in an unknown way. However, the method
employed for sample preparation aims at not affecting the
charge on the substrate; in particular, direct contact with the
substrate is avoided during sample preparation and handling.
However, even if the charge on the droplets may vary, e.g.,
for samples generated on different days or by using a differ-
ent source of water, a variation of the charge on the different
droplets of the same sample is presumably negligible. Thus,
although charge is not actively controlled in the scope of the
present methodology, an unknown relevant effect of charge
on the results obtained from experiments performed using
the same droplet ensemble can be essentially ruled out.
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However, even uncharged droplets may be affected by a
strong electric field. The electric field may result in large
droplet deformation, eventually promoting the formation of
a Taylor cone, which is accompanied by the ejection of small
droplets (Taylor, 1969; Macky, 1931). A continuous decrease
of the droplet volume through the ejection of small droplets
may cause a decrease of the wetted surface area, which gen-
erally results in a reduced drop freezing rate. Large droplet
deformation is observable in the videos, allowing the applied
electric field strength to be limited in order to prevent the
formation of a Taylor cone. In any case, if a Taylor cone is
observed during the experiments, the respective droplet is not
considered in the further analysis.
In summary, an effect of uncontrolled droplet or sur-
face charges on ice nucleation is negligible with the present
methodology. Except for charges on the droplets or the sub-
strate, all other experimental conditions are well controlled,
resulting in a system for investigation of ice nucleation with
a high level of accuracy and repeatability.
4 Discussion of the methodology
The capabilities and advantages of the present methodology
are demonstrated and discussed on the basis of typical results
of ice nucleation experiments. The data have been obtained
for a constant cool-down phase without an electric field and
are shown in Figs. 12 and 13. The data here are only used
for demonstration purposes and have already been published
in Löwe et al. (2019). Serving as a reference, experimental
data obtained from four repetitions with Ṫ = 5Kmin−1 and
droplet ensembles freshly generated for each of the runs are
shown in Fig. 12a. Experimental data obtained by employ-
ing the present methodology, i.e., by using the same droplet
ensemble for the four repetitions, are shown in Fig. 12b. The
experimental data are shown in the form of survival curves,
descriptively illustrating the decay of the number of liquid
droplets for a decreasing sample temperature. In a droplet
survival curve, the relative number of liquid droplets of a
droplet ensemble, Nliq/N0, is shown as a function of tem-
perature. Here, Nliq and N0 are the number of droplets in the
sample remaining liquid at a certain temperature and the total
number of droplets in the sample, respectively.
The developed methodology aims at experimental condi-
tions well controlled in terms of droplet ensemble prepa-
ration and experimental conditions imposed on the sam-
ple. Despite the careful preparation, the resulting survival
curves may significantly vary between test runs performed
at constant conditions. This is especially true when using
droplet ensembles freshly generated for each run, as shown
in Fig. 12a. While the characteristic S shape of each sur-
vival curve is preserved, the temperature range in which all
droplets of a sample freeze varies significantly for the differ-
ent repetitions. Moreover, the median freezing temperature,
Figure 12. Demonstration of the present methodology by means of
a comparison of the droplet survival curves obtained from several
test runs without an electric field, performed using (a) four differ-
ent droplet ensembles and (b) the same droplet ensemble for each
of the four test runs. All data are obtained at Ṫ = 5Kmin−1. Re-
published with permission of SAE International, from Löwe et al.
(2019); permission conveyed through Copyright Clearance Center,
Inc.
ϑ0.5, corresponding to Nliq/N0 = 0.5, varies significantly
among the different droplet ensembles, 1ϑ0.5 ≈ 2.2K.
Assuming a singular ice nucleation model, heterogeneous
ice nucleation in a droplet is presumed to take place at a con-
stant temperature associated with the ice-nucleating ability
of the most effective nucleation site in contact with the su-
percooled liquid (Vali, 2014). Nevertheless, ice nucleation is
a stochastic process resulting in a natural variance of the re-
sults, even for perfectly constant conditions (Vali and Stans-
bury, 1966; Niedermeier et al., 2011). As reported by Nie-
dermeier et al. (2011), the observed behavior might signifi-
cantly depend on the chosen timescale, and thus the stochas-
tic behavior might be masked. Although care is taken dur-
ing sample preparation, contamination of the water used to
generate the droplets cannot be completely ruled out. More-
over, the ice-nucleating ability of the substrate surface may
also vary over the substrate. Accordingly, between two de-
posited droplet ensembles, both contamination of the indi-
vidual droplets and the substrate influence on ice nucleation
in the individual droplets may vary. Consequently, the effect
of a parameter intentionally varied in order to examine its
influence on ice nucleation may be masked by the variation
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Figure 13. Droplet survival curve for a constant cooling rate of
Ṫ = 5Kmin−1 and without electric field strength, derived through
merging the survival curves obtained from several test runs at the
respective field strength, resulting in a minimum of 83 droplets per
shown survival curve. Data were taken from Löwe et al. (2019).
of ice nucleation associated with using a fresh sample. Since
little is known about the effect of the electric field on ice nu-
cleation, which may be only very small, such drastic scatter
of the experimental results would necessitate an inordinately
high number of repeated experiments in order to derive statis-
tically significant results concerning the electric field effect
on ice nucleation. Indeed, the large scatter of the data shown
in Fig. 12a can be almost completely attributed to variations
during sample preparation, which is supported by the exper-
imental data shown in Fig. 12b.
As shown in Fig. 12, when the same droplet ensemble is
used for the different repetitions at constant conditions, the
resulting survival curves collapse almost perfectly, confirm-
ing the singular nature of ice nucleation. The median freezing
temperature varies by only 1ϑ0.5 ≈ 0.35K, i.e., 1 order of
magnitude less than in the case of fresh droplet ensembles,
indicating excellent repeatability of the experiment. Hence,
the different repetitions shown in Fig. 12b are usually merged
to a single survival curve for better comparison of the differ-
ent influencing parameters, as shown in Fig. 13. The remain-
ing small scatter of the survival curves might be attributed to
the stochastic nature of ice nucleation or the method uncer-
tainty like the uncertainty of the temperature measurement or
the accuracy of the optical detection of the freezing events.
Although a droplet ensemble is covered with silicone oil,
droplet evaporation is not entirely suppressed. Water vapor
continuously diffuses through the surrounding silicone oil,
resulting in a slow but continuous shrinkage of the droplets.
Nevertheless, depending on the specific experiments per-
formed, a droplet ensemble comprising 40 droplets with a
diameter of about dwet = 1mm of the wetted surface area
can be used over approximately 2–3 d while still resulting
in enough droplets with a size in the range of ±10 % around
the mean size. Assuming four repetitions for constant con-
ditions and approximately 40 single experimental runs feasi-
ble per day, a droplet ensemble may be used for the investi-
gation of up to 25–30 different combined full experimental
sets, throughout which an influential parameter may be ex-
tensively varied to elucidate its effect on ice nucleation.
The different methods for electric field generation have
been comprehensively tested, and all work properly. Based
on preliminary tests for a constant, an alternating and a tran-
sient field, the maximum possible voltage applied to each of
the electrodes is ±8kV. According to the numerical simula-
tions (see Fig. 4), the electric field distribution is very homo-
geneous in the relevant region of the experimental setup, i.e.,
in the groove of the ceramic. All components of the electric
field strength are almost constant, resulting in a well-defined
electric field tangentially aligned with the substrate surface.
Finally, to demonstrate the use of this equipment for the
investigation of ice nucleation, example results for ice nucle-
ation in droplets exposed to a cooling rate of Ṫ = 5Kmin−1
and an alternating field with a frequency of f = 50Hz are
shown in Fig. 14. The same droplet ensemble has been suc-
cessively exposed to a varying electric field strength in-
creasing after a minimum of three repetitions for each field
strength. Compared to the negligible effect of constant elec-
tric fields reported in Löwe et al. (2019), the impact of an
alternating electric field on ice nucleation is much more
pronounced. Interestingly, the effect of the electric field is
mainly present at low degrees of supercooling and causes
droplets to freeze at significantly higher temperatures com-
pared to experiments without an electric field. As demon-
strated, the entire experimental methodology allows accurate
examination of the impact of electric fields on ice nucleation
for different types of the electric field. These results only
serve to demonstrate the functionality of the Semi-automatic
APParatus for High-voltage Ice nucleation REsearch (SAP-
PHIRE); an expanded parameter variation and comprehen-
sive interpretation of such results are the subject of further
studies by the authors and lie outside the scope of the present
description of the apparatus.
5 Conclusions
An experimental approach for the examination of ice nucle-
ation in supercooled water droplets exposed to strong elec-
tric fields has been developed. Droplets of well-defined size
are accurately deposited onto a supporting substrate employ-
ing an automated piezo-driven droplet generator. The sub-
strate comprising the droplet ensemble is placed into the
main experimental setup, where the sample is exposed to
well-controlled thermal and electrical conditions while be-
ing visualized in a top view using a video camera. Both the
thermal and electrical boundary conditions are variable over
a wide range. Any kind of temperature profile – constant tem-
perature, constant cooling rate, or any other transient temper-
ature evolution – with rates of change of the temperature of
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Figure 14. Droplet survival curves obtained for a constant cooling
rate of Ṫ = 5Kmin−1 and an alternating electric field with f =
50 Hz and varying field strength Ê.
up to 5Kmin−1 down to a temperature of −40 ◦C may be
imposed on the droplet ensemble. Nevertheless, the ice nu-
cleation temperature of the individual droplets is typically
higher, depending on the boundary conditions, like the sub-
strate or the cleanness of the droplet ensemble. The sample
may be exposed to a well-defined electric field tangentially
aligned with the substrate surface. Not only a constant elec-
tric field but also alternating or transient fields with a high
peak field strength and a following slower decay of the field
strength are possible. The maximum voltages applicable to
each of the electrodes for the different types of an electric
field are ±8kV.
By using a zoom lens with a wide range of magnification,
either a complete droplet ensemble or an individual droplet
may be observed during exposure to well-defined conditions.
Therefore, the present methodology not only offers examina-
tion of the statistics of ice nucleation in a complete droplet
ensemble but also allows investigation of the freezing pro-
cess in an individual droplet for variable conditions. Illumi-
nation of the scenery via coaxial illumination through the
lens enables observation with a high contrast and excellent
optical access to the processes taking place inside an individ-
ual droplet. While a slow video camera is commonly used
to capture ice nucleation inside the droplets, a high-speed
camera is used to examine droplet freezing. By using a beam
splitter, both cameras may be operated simultaneously, e.g.,
in order to temporally resolve a process with both slow and
fast subprocesses.
The boundary conditions typically present during the ex-
periments have been analyzed in detail to determine their in-
fluence on the measurement result. During the experiments,
the droplets are surrounded by silicone oil to prevent droplet
evaporation and the interaction of nearby droplets. Even if in
practice the droplets are often surrounded by air, the actual
behavior of the droplets in terms of droplet motion (oscil-
lation mode) as well as the electric field distribution in and
around the droplets remains similar. However, the higher vis-
cosity of the surrounding oil causes lower oscillation ampli-
tudes of the droplets but no change in frequency. Therefore,
using silicone oil as the surrounding fluid leads to an underes-
timation of the influence of the electric field on ice nucleation
compared to a droplet surrounded by air.
The electric field around the droplets mainly depends on
the properties of the surrounding fluid (e.g., the permittivity
in the case of alternating fields). Due to the fact that water has
a high permittivity and is highly conductive, the electric field
is suppressed inside the droplets compared to the surround-
ing. In contrast, the field is enhanced directly at the contact
line. In air, the field enhancement is larger compared to oil,
but the general field distribution is preserved. Hence, using
oil as the surrounding fluid may cause underestimation of the
effect of the electric field on ice nucleation compared to the
case of air as the surrounding fluid. In addition, it is shown
that the charge of an individual droplet and the substrate is
negligible due to the fact that the same droplets are used for
one experimental set. Except for the charges on the substrate
and on the droplet, all other experimental conditions are well
controlled during the experiments.
The capabilities of the entire procedure in terms of the re-
peatability and accuracy of the experimental results for ice
nucleation have been demonstrated based on survival curves
obtained from repeated experiments without an electric field.
Although the entire method for sample preparation aims at
maximizing the repeatability of the experiments, the test ex-
periments indicate a significant effect of sample preparation
on ice nucleation. For experiments performed at constant
conditions but using droplet ensembles freshly generated for
each experimental run, the resulting survival curves scatter
significantly, which would then necessitate a large number of
repetitions in order to obtain experimental results of statisti-
cal significance. However, it has been shown that the results
are highly repeatable when the same droplet ensemble is used
for the different experiments. A droplet ensemble can be used
for several days, since its coverage with silicone oil drasti-
cally reduces droplet evaporation. Example results show the
impact of an alternating electric field (f = 50Hz) on ice nu-
cleation and confirm the ability of the experimental setup to
determine the effect of electric fields on ice nucleation. They
clearly demonstrate a significant effect of an alternating elec-
tric field on ice nucleation.
Although the experimental methodology offers a large va-
riety of possibilities for experimentation, in the present study,
only droplet ensembles deposited onto a substrate have been
considered. However, the methodology also allows investi-
gation of ice nucleation in water droplets, e.g., emulsified in
a carrier fluid, which may be filled into the groove in the
ceramic. Since such droplets would not be in direct contact
with the ceramic or any other rigid substrate, this configu-
ration would be preferable for the investigation of the effec-
tiveness of certain ice-nucleating particles immersed into the
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individual water droplets of the emulsion (Whale et al., 2018;
Murray et al., 2012).
In conclusion, the present approach offers a wide variabil-
ity of the experimental conditions for which both the statis-
tics of ice nucleation and the freezing of supercooled wa-
ter droplets can be examined with an excellent accuracy and
repeatability of the thermal conditions. The option for im-
posing a well-defined electric field of arbitrary type further
increases the range of possibilities. In particular, it allows in-
vestigation of physical problems never examined before.
Data availability. Datasets are available by contacting the cor-
responding author: Jens-Michael Löwe (jens-michael.loewe@tu-
darmstadt.de).
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of oscillating droplets for different surrounding media, namely
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der https://creativecommons.org/licenses/by/3.0/de/deed.en (last
access: 30 December 2020, CC BY 3.0 DE). Both videos are
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